
UX2 Series
Marking & Coding Solutions
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Automatic printhead cleaning
Safe-Clean Station option

Video guidance
10.1” intuitive colour touch panel display

High quality printing
New dot placement algorithm

Up to 6 lines of print
10 mm max print height

Quick line changeovers
Pre-configurable plug-in connector panel

Stay-clean printhead design 
Innovative ink-guard 

High speed printing 
Short printhead option

Washdown proof
IP65 Stainless steel cabinet 

Clean and safe fluid refill 
Spill free ink & make up cartridges

Industry 4.0 ready
Supporting latest communication protocols

Simple maintenance 
Tool-less filter replacement with guidance
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Printer Specifications

UX2
UX2-D160W

Nozzle size 65μm

Max. number of print lines up to 6 lines

Max. number of print characters 240 characters (option: up to 1,000 characters)

Font 
(Horizontal × Vertical)

4x5 1 to 6 lines (Short printhead option : up to 2 lines)

5x5 1 to 6 lines (Short printhead option : up to 2 lines)

5x8 or 5x7 1 to 4 lines (Short printhead option : up to 2 lines)

9x8 or 9x7 1 to 4 lines (Short printhead option : up to 2 lines)

7x10 1 to 3 lines (Short printhead option : 1 line)

10x12 1 to 2 lines (Short printhead option : 1 line)

12x16 1 to 2 lines (Short printhead option : 1 line)

18x24 1 line

24x32 1 line

30x40 1 line

36x48 1 line

Character height 2-10mm (optional short print head: 2.0-6.5mm)

Input device & display
WYSWYG design

Display: 10.1“ color TFT LCD, WSVGA(1024×600)
Input device: Touch panel, input sound provided

Maximum print rate (character per second)
(Font 4×5, space 1 dot, 1 line, 76.9kHz)

Up to 1,538 (option: up to 3,076)

Standard characters Alphanumeric(A~Z, a-z,0~9), symbols(27) and space: Total 90 

User pattern 200 patterns each for dot matrix (50 patterns for Free size)

Barcode print code39, ITF, NW-7, JAN-13, JAN-8, code128/EAN128, UPC-A, UPC-E, GS-1 Databar

2D code printing
Data Matrix (Alphabet: 49 characters/Numericals: 98 characters), 
QR code (Alphabetical characters only: 61, Numbers only: 101),

Micro-QR code (Alphabetical characters only: 11, Numbers only: 18)

Print functions Calendar, Count, (Option: Shift code)

Message storage capacity  300 messages (option: up to 2000 messages)

Input signal Print target detection, Printing stop, Rotary encoder pulse,
Reciprocative printing,  Remote control (Run, Stop, High-voltage ON/OFF, Reset), (NPN/PNP selectable)

Output signal Print in progress or Print complete, Online (NPN/PNP selectable), Print ready, Fault, Warning (NPN only)

Customizable screen ✓

Animation guidance ✓

Safe-Clean-Station Optional

Data interface USB/RS-232 Converters at baud rates selectable up to 115,200bps

Ethernet communication Modbus, EtherNet/IP, OPC-UA

Print head cable length / angle 4m (in-line/90 degrees)

Operating temperature range 0~50°C (1067K Ink)

Operating humidity range 30~90%RH (no condensation)

International protection IP65

Power supply (Automatic voltage selection) AC100~120/200~240V±10%, 50/60Hz

Dimension 460×425×534mm (Width×Depth×Height)

Approximate weight 27 kg (60 lbs)

Distributed by: Hitachi Europe GmbH | www.codingsolutions.hitachi-industrial.eu | coding@hitachi-eu.com
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https://twitter.com/hitachiindequip
https://www.facebook.com/hitachicoding/
https://twitter.com/hitachicoding
https://www.linkedin.com/company/hitachi-coding-marking-systems/
https://www.instagram.com/hitachicoding/
https://www.youtube.com/channel/UCPVcFNkMoVMCDsNazTOVyNA/featured
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